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P EM CO PRODUCTS 



Foreword 

EMCO is among the Pioneer Companies 



in the manufacturing of Street Lighting 
equipment and has been favorably 
known in this line for over 40 years. 

The development of correct Street Lighting is 
the objective of Lighting Companies and Pemco 
is continually developing and experimenting 
with the idea of increasing, both as to safety and 
accessibility, all of their Units; realizing always 
that protection and facilities for easy changing 
of parts is the aim of every one engaged in the 
operation of Street Lighting. 

Ornamental Lighting has created a demand for 
attractive Standards, Lanterns and Fixtures. 
You will find in the following Catalog some- 
thing to meet the requirements of practically 
all conditions. 




We 



Engineers and will gladly submit Quotations 
on any special designs. 
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Ornamental Cast Iron Standards 





No. 775 



No. 776 



No. 777 



DESCRIPTION 



Cat. No. 


Column 


Pemco-Lite 


Size Lamp 


l¥/^ * -* 1 ^11^ 


Lumens 


Watts 


Weight lbs. 


775 
776 

777 


914-14' 
912-12' 
910-10' 


557 
534 
556 


15,000 

10,000 

4,000 


500-1000 

300-500 

300-500 


570 
590 

282 
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Ornamental Cast Iron Standards 




Specifications of 
Columns, Page 25 



Otalog Description "^^j^^' 

No. Lbs. 

717 Cast Iron Column No. 
902-B, complete with 
No. 551 Pemco-Lite. 



182 



718 Cast Iron Column No, 
902-A, complete with 
No. 551 Pemco-Lite. 



327 



739 Cast Iron Column No. 
902, complete with 
No. 551 Pemco-Lite. 



247 



763 Cast Iron Column No. 
902-A, with Double 
Bracket Arm and No. 
551 Pemco-Lite. 



.... 380 

735 Same as No. 763, 
except height to 
Light Center, 10' 10". 
Height over all, 
11' 8" 330 

Prices include Multiple Sockets. 
Shop Coat of Green Paint. 



No. 718 



No. 739 



No. 717 



[2] 



-*i 



' ' J J i'- 



■^¥ 



^< 



■V 




P E M CO PRODUCTS 




Ornamental Cast Iron Standards 




No. 754 



No. 755 




No. 758 



No. 759 



— 22 



DESCRIPTION 

Catalog No. Weight lbs. 

754 Column No. 902, complete with No. 534 Lantern. Height to Light Center, 10'; 

height over all, 11' 8" : 395 

755 Column No. 902-C, complete with Double Bracket Arm and two No. 534 Lanterns. 

Height to Light Center, 11' 2"; height over all, 12' 7" .' ■ 542 

758 Column No. 901, complete with No. 534-B Lantern. Height to Light Center, 

13' 3"; height over all, 15' 4" . 762 

759 Column No. 901, complete with Double Bracket Arm and two No. 534-B Lanterns. 

Height to Light Center, 14' 2"; height over aU, 16' 3" 996 
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Ornamental Cast Iron Standards 



yai 



r^EM 



MCC 



^; 

H " - ' 
■A ' 

No. 702 No. 706 No, 708 

^"^''**2 Description Weight 

No- Lbs. 

702 Column No. 902. complete as shown with No. 532 Pemco-Lite; height 

to Light Center, ll' 425 

706 Column No. 902 complete with No. 536 Pemco-Lite; height to Light 

Center, 11' 45q 

708 Column No. 902, complete with No. 538 Pemco-Lite; height to Light 

Center, 11' 4gg 

NOTE:— Anchor Base No. 664 recommended for Standards shown 

above, but not included in prices. 

Shop Coat of Green Paint. Prices include Multiple Socket. 
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Ornamental Cast Iron Standards 



ik'-.co 



No. 778 



DESCRIPTION 



Catalog 

No. 

778 



Weight 
lbs. 



Column No. 901, Height 12' 
diameter of base 22" com- 
plete with cast iron orna- 
mental double arm No. 796 
and 2 No. 534-A lanterns. 




990 



780 



Column No. 912, Height 12' 
complete with cast iron or- 
namental double arm No. 
797 and 2 No. 534-A 
lanterns. 



725 



780-A Same as 780j except having 

17' light center ... 775 



(N! 



F-*i- 



3V 




No. 780 
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Ornamental Cast Iron Standards 




Catalog No. 
779 



No. 779 



DESCRIPTION 



Column No. 901 height 12' diameter of base 22'' complete with cast iron orna- 
mental triple arm No. 795 and 3 No. 524-A lanterns. 



Weight lbs 



lanterns 1026 



I 
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Ornamental Cast Iron Standards 






T 



^C< 



S2fL^NT£RN. 



I) 



'<^OZSr/iNOARD. 



\ 



u 



■ . ^ 



5^ 



1. 



EMCO 



y*v* --■-*'-i 



U— 15" 



/ 



^ — Solid Top -Hinged 



^zAcros^ f Iflt* 



X' 




5ucnitc Glass Panels 



_6 Across f ta+s,. 



Z.E DOOR 
TOP 51' 

iDTTOM 10" 

JKEICHX J6" 



No. 760 



No. 788 
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Ornamental Cast Iron Standards 



4060-A Cano 



4059 Boulevard Globe 



562Cap»tol 






534A-Lan+am 



f^ 56Z Capita 



[-• 



M 



',h\: 



m\ 



rt 



i ] I 



I ■ 



913 Standard- 





No. 785 



[8] 



PEMCO PRODUCTS OSS 



Ornaroental Cast Iron Standards 



^^QP(imco-L/tz 




'f4- ^Standard 




53SPcmcol<t® 



'--^5b2 Capital 





gi3Standard 



-i I9i"— I 

No. 784 



[91 



?rfTrr 



11 - 




[10] 



^ 




P EM CO PRODUCTS ^ 



Ornamental Cast Iron Standards 






Solid Top Hinfiza 



l! 



^fy Szt5crQi¥S 



LocHnutend dashing fbr 2 Pipt^ 
Centering dr^ce for 2' Pipe. 




R.<iHe^ror^ 
Top & Bottom 

mtt &a5S Panels 



tto/e5. 



No- 792 



to Co/umn 
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Ornamental Cast Iron Standards 
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No. 790 



IB' 




No. 789 
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Ornamental Cast Iron Standards 




563 Lantern 




503 Lantern 



m'JAt 56i,iTandard. 
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No. 764 




No. 765 
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Ornamental Cast Iron Standards 
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No. 798 
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Ornamental Cast Iron Standards 




S3^LANrERN 



34S CAPITAL. 



60Z DOURLY ARM 



(^02-3. STANDARD 




No. 766 
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I 
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Ornamental Cast Iron Standards 



I 




*^.^ 






^tMlC^^ 




No. 729 

Catalog 

No. 



No. 713 



No. 761 



No. 762 

Weight 
Lbs. 



Description 

713 Octagonal Column No. 904, complete with No. 540 Pemco-Lite; height 

to Light Center, 11' ■ ■ ■ - 250 

714 Same as Catalog No. 762, except Column No. 904 is used; height to 

Light Center, 11' 275 

715 Same as Catalog No. 729, except Column No. 904 is used; height to 

Light Center, 11' : 300 

729 Octagonal Column No. 905, complete with No. 543 Pemco-Lite; height 

to Light Center, 6' 8" 155 

761 Column No. 902-B, complete with No. 545 Capital, and 8" x 14" Ball - 

Globe. Height to Light Center. 7' 170 

762 Octagonal Column No. 905, complete with No. 534 Pemco-Lite; height 

to Light Center, 6' 8" 235 
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Ornamental Cast Iron Standards 









^ — . mi, 

No, 722 No, 723 No. 724 

■ 

Catalog Weight 

No. Description Lbs. 

722 Standard, complete with Ornamental Arm, 21" extension, No 552 Series 

PemcO'Lite, 10' to light center 325 

723 Standard, complete with Ornamental Arms, 21" extension, No. 552 Series 

Pemco-Lite and Sign Board . . . , 345 

724 Standard, complete with Ornamental Arms, 21" extension, No. 552 Series 

Pemco-Lites, 10' to light center 440 

552 Pemco-Lite, Pendent Lantern, Octagonal in shape, 15^A" across flats at 

top, lOl/o" across flats at bottom, 2S" high. See page 33 40 
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Detail Dimensions of ColuBins 








SECTION 
THRU BOLT 

Foundation Plan, Columns Nos. 902, 902-A, 

902.B, 902-C, 902-D 



II 



4-- I HOLES 




..■-roTTv 



SECTION 

THRU BOLT 




2 2DIA 



Foundation Plan, Column No. 901 







cTtf? ^b^9<^ 



^)rtA/o. fe'.y 



T 



Detail Dimensions in Inches 



Column 
Nos, 

901 

902 

902-A 

902-B 

902-C 

902-D 

903 

904 

905 

910 

912 

913 

914 



A B 


c 


D 


144 22 


5 


6 


106 15 


W^ 


3 


131 15 


W2 


3 


72 15 


W2 


3 


lOS 15 


W2 


6 


131 15 


W<i 


6 


See specifications shown above 




See specifications shown above 




See specifications shown above 




120 16 






144 20 






148 19 H 






168 20 









Net Weight 


E 


Lbs. 


8 


675 


5 


250 


5 


305 


5 


160 


5 


250 


5 


280 




225 




185 




150 


8 


290 


8 


500 


5 


400 


8 


580 
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Ornamental Sign Supports 








No. 736 



! 




No. 736-A 



Ornamental Sign Support designed to fit over a 4" Steel Pole. The Cast Iron Fluted 
Column is well adapted for supporting signs. The next page shows a photograph of its 
application for Gasoline Service Stations. 



Catalog 
No. 



Weight 
Lbs. 



Description 

736 Complete as shown 830 

736-A Complete with two No. 302 Lighting Units as shown. This is designed 
to furnish ample ground illumination in addition to its use as a sign 
support 850 

Shop Coat of Green Paint. 
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Ornamental Cast Iron Casings for Steel Poles 



Specifications No. 731 

Column taper 9" to 5^" 
Diameter of base 22" 
Lower section of column 9'7" 
Upper section of column 8' 
Light center 22' 



1 



No. 731 



*-^ 




No. 731. — Standard as used on 
main thorofares and wide streets. 
The extremely high light center 
allows wide distribution of light. 



Steel Pole as used with 
Sectional Standards 



No. 711 

No. 711. — An inexpen- 
sive conversion of steel 
poles into ornamental and 
efficient Lighting Stand- 
ards by the use of orna- 
mental base and bracket 
arm. 
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No. 709 



No. 710 



Cast Iron 
Sectional 
Standards 



Property values increase 
with good lighting 



Standards shown are designed for Business centers, where 
high ornamental fixtures and maximum illumination is required. 
The east iron base and casings are constructed to fit over steel 
poles and the ornamental brackets support No. 4£9 Pemco 
Pendant Unit, giving strength, beauty and efficiency. 



Specifications 

Column taper 9" to 5]4" 
Diameter of base 22" 
Lower section of column O'l" 
Upper section of column 8' 
Length of arm 4' 




No. 710 
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Photograph at right 
shows No. 736-A Sign 
Support as used in sup- 
porting an electric 
sign. Efficient ground 
illumination is pro- 
vided by use of two 
No. 302 Pemco Units. 





I 



Price on Application 



Pemco No. 400 Combination Lighting Fixture sho\^^l 
on the left, fills the double role of sign and ground 
lighting eliminating the necessity of an electric sign. 

Bracket Arms are designed to fit 5" extra heavy pipe 
standard. Sign Reflector is complete with white porcelain 
enameled hood, mogul base socket and Fvrex Glass Lens 
mounted m removable frame, which protects the lamp. 
Yard illumination by two No. 413 Pemco Adapters. 



[221 



^^r » r 



- j ii 1- ■ . ■ i _ ^ 1 ■ ■ . 




PEMCO PRODUCTS ^ 



A Typical Pcmco-Equipped Gasoline Station 




1 



«j 



T 



HIS GASOLINE Station is lighted with Pemco Equipment No. 736-A Sign Support, No. 
758 Cast Iron Standards, and No. 640-B Iron Pipe Standards. 



Sales programs of successful Gasoline Service Stations may be briefly stated as follows: 
Attract customers to the Station — serve them rapidly, courteously, and completely. Good 
Artificial Lighting plays a most important part in this program for success. 

Good Lighting does increase Gasoline Sales for the basic reason that all people are 
instinctively attracted by Light, and once the car is in the Station, good Lighting enables 
the attendant to service it properly and quickly. Many Gasoline Service Stations are being 
built not only to serve from the practical standpoint — but also to meet artistic requirements. 
Ornamental and scientifically constructed Lighting Standards, in keeping with the architecture, 
are necessary not only for their daylight appearance, but also for efficient night illumination. 

In this Bulletin you will find Pemco Standards and Lighting Equipment which will meet 
every requirement for Gasoline Stations. 

Our Engineers are glad to co-operate with you in designing special Lighting Equipment 
and Standards. 
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PEMCO 



J 




Latest Development 



New 



Steelprest Lighting Standards 



SUGGESTIONS 

for Architects 
and Engineers 



No^e: — Steelprest standards can be 
furnished with either eight or six- 
teen flutes. 
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THE DREXEL INSTITUTE 



HOMS ICCMCttOC* - LraRAitv flcism:! 
PH ILJiDBLiPH lA 



10 3 B 



PhlladftlphiA Slo9tri4«l and Uuuf aotunnx Oo, 
Uae II* 91flt street, ' 

PhlladelptLia, Pa» 



Gentl 



Th» anoloied prlat miked rreete mde for P«noo l^anu- 
ftoturiag Covajiy by ciTil Engliiacrljis Depertmeiit, D^iel la^ 
etltute, PiUladelpbia, October 24 » 1938" rtsoord» a tsendlM teat 
end a torn Km teat made for tiiaa on tiiat det« In oiir teetlM 
Ueterlele Leboretory. 

The bending teat ma planned to detannino the load oaixylM 
oapaoltr, deflection, and mathod of failure of a apeolmn of thelT 
fluted pole aa welded to a baae plate. The speeloan «aa in effeot 
two of t^eee polee attached to a oamvui plate. Aj ahown on the 
print, a OMtral load of 3,100 pounds waa oarrifld with an acconmany^ 
lag center defleotion of S.W'^. At thia load the pole failed by 
buolcllng of the material on the coinpreaalon elde at a point about 
10- to one aide of the oentreJL plate. After failure the pole WTia 
tamed over and etralghtenod In the teetlng machine without failure 
Of either tho longitudinal or base w*lde. 

The torolon te*t was arranged to detemlne the effeotlTeneee 
of the welded aplioe they are using whore polea longer than m^ be 
fabricated In one length are deaired. It proved Unposelble to teat 
thla apeoiiaaii to deatruotlon aa It carried without faUure a toralon 
of 51,500 Ueh poonde^ the llndt of oapeoltr of the toralon teetlj« 

&iAdei«l^ veura. 



H. L« Bovoan 

Profeaaor of CiTil &ii£ineerinA 
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A PAIR OF PEMCO STANDARDS 



i 



QZNOING TEST 
P 
— eo' 



^^ 



^'^Kii^ h^F4 




X 



Arc W«*>'T7J 



^3 




ThieM.neas of m*UI tn f/ut**i c^lvmfn '.on' 




Sto- A-A 




So(r [COO' ZfO ^ /■ ?/ ' 



t £ 3 4 J- 6 

CenfBr Deflect ihn On inchms) 



Load Jc«/c 



So 

TOO 



900 



//OO 



/300 



./£ 



.2* 



1*2 






Sea/* 




2600.2.33 



^OO 



•6t>o 



-^KT Otf 



0-6* 



TS2- 



?:» 



rsoo 



fioo 



IIQO 



2/O0 



JPO 



z.too 



r\H tzeooiJET^ 



.*?* k?0O ^-39 



1 13 uooQ »i:a 



1.3% \noo\SBO 



0-/3 \Z6oO &JI> 



f3^ b^ool&ggl 











TORSION TElSr 



w-A/s yvcMf 





Afc Vv^M 



4'-0 







-^ 



Erection Details 



If 

3£q<K>o 



\:^ 



a/ i J .* J" 



Torque l£''^'P" 


j;ooo j ooo' 


/S.ooc 1 .f6 


zs.ooo ,ys 


3J.O00 ' ^0 


♦0,000 1 .60 


s,ooo 


.3S 


^QOOO 


\6f 


^J,d<M 


• 73 


J'O.OOO 


-SA 


J"o,ooo 


90 


J'i^SOO, 


-^f 



9 .1 



Oisfonce an a •fO'dia Cfrcf^ (incht^ 
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Steelprest Standards 



O) 



111 



t 



n. 



20 



No* 1022 
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Steelprest Standards 




a> 



<o 





CO 






i 



? 



W 




No. i030 



k-l5' 



No. 1031 







-DOOR- 

TOP 



BOTTOM- 
ING NG^TH 



II' 



16" — H 



No. 1032 
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Steelprest Standards 





Q 



1 



4iiim«fi^ 



vc. 



Cat. No. 1010 

BP.2898 
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Steelprest Standards 



Cat. No. 1015 
BP.2861 




Car. No. 10l4 
BP-2862 
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Steelprest Standards 




T 



vo 

CM 



i: 



OJ 



16' 

Cat. No. 1016 



I 



O 



1 

16- 

Cat. No, 1017 




BP-Z902 
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Steelprest Standards 



6 Across Points 




View of vVind Brocca 



Cat. No. 1035 

BP-2885 
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Steelprest Standards 
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Adapters for Gas Lamp Posts 



1 




Tfrn^Spvftch 



7-1 






ip.p<i 



pip^ 



■*-Tirna StVftch 



B 




li 



\:\f 



»iUii 



NOTE — Adapters are for Existing Gas Lamp Posts. 
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Ornamental Iron Pipe Standards 




•t-iip-p. 




No. 628 



No. 629 
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Ornamental Iron Pipe Standards 



524'A Ocl LAntvr^ft 





a 



W 



cn 



*_lj'lD P»P€ 



2 ID PIPE 



weLD£D 



3 ID P>PE 




^pl<T fiasc 



1- 



-5*ffT forWinng 



No. 631 



No. 787 
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Ornamental Iron Pipe Standards 



->-. 




No. 668 No. 669 

^"'"'^'g Description ^^=8^^^ 

No. Lbs." 

669 Iron Pipe Standard, complete with two No. 302-A Units 360 

668 Iron Pipe Standard, complete with one No. 302-A Unit 310 

302-A Pemco Commercial Outdoor Lighting Unit, as shown, same as No. 302 

Unit, except with Brass Cage , lO 

Specifications 

No. 669 Double Lighting Standard has Cast h'on Base, 16" diameter, 28" high, with 
door.. Column made up of V/y' and 21/2" Standard Pipe with iVi" Bracket Arm, 36" 
extension. Height to Light Center, 12'. 

Note: — Standards of other lengths if required. 

Prices include Multiple Socket. 
Shop Coat of Green Paint. 
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Ornamental Iron Pipe Standards 





^ 



640-A 



640-B 



Description 



Catalog 
No. 

640-A Ornamental Iron Pipe Standard, complete with No. 413 Adapter 

640-B Ornamental Iron Pipe Standard, complete with Porcelain Steel Enam- 
eled Reflectors with 6" Fitter, 18" diameter 

Specifications 

Cast Iron Base, 16" diameter, 28" high with door. 
Height to Light Center, 12'; Arms, 11/4"; Column, 3Vo". 
Distance center to center of lamps, 72". 

Note :— Standards of other lengths if required. 
Shop Coat of Green Paint. 



Weight 
Lbs. 

280 



260 
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Ornamental Iron Pipe Standards 





No. 770 



No. 771 




No. 772 



No. 773 



Catalog Weight 

No. Descr.pt.on ^^l 

770 Iron Pipe Standard, with Double 26" Bracket Arm and two No. 302 

Pemco Units. Height to Light Center, 12'. Base, 14" diameter 145 

771 Iron Pipe Standard, as shown, with one No. 302 Pemco Unit. Height to 
Light Center, 12'. Base, 14" diameter 130 

772 Iron Pipe Standard, as shown, with one No. 302 Pemco Unit. Height 
to Light Center, 12'. Base, 14" diameter 130 

773 Iron Pipe Standard, as shown, with 26" Extension Arm and one No. 302 
Pemco Unit. Height to Light Center, 12'. Base, 14" diameter 130 

Note:— Pipe 3"-2"-li^". 
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Pemco Ornamental Iron Pipe Standards 
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Ornamental Iron Pipe Sign Standard 




No. 575 
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Sub-Station Lighting Standards 



CnPPf« CMM0^r*eS2 



-»-^o*rtftftyr**iOd£*-*oj:5 



CJ^fiiTML S4^S 



Oi 



-.^. 







No. 610-A 



No. 672 



No. 673 
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Glass Ware and Pemco-Lites, Bases, etc 



/vje 40a 





4057-A 



4-060 rA 






/sl9 40 57 



7M^4060 




BALL 12 xa 



N9 405d 




PEAB !2'«0" 
PONA'ERLITE /J? 4-06 






Catalog No. 

4054 

4055 

4056 

4057 

4057-A 

4058 

4059 

4060 

406a-A 

4061 



/sjo 40 5 9 
DESCRIPTION 

Powerlite Glassware 



7^°. 4056 

POWERLITE. 

/JO 4054 
PLAIN CRYSTAL, 



402 

403 

404 

405 

406 

408 

408-A 

411 

651 

652 




1 



COPPER CANOPY 
N^. 652 
FOE -4055 




COPPER C/NOPY 

N^ 651 
FOR 4059. 



Plain Crystal Pendent Globe for Subfstation Unit 

Small Boulevard Type Globe 

Pendent Type Globe 

Canopy for No. 4055 Globe 

Canopy for No. 4055 Globe 

Pendent Type Globe 

Large Boulevard Type Globe 

Canopy for No. 4059 Globe 

Canopy for No. 4059 Globe 

Pear Shape Globe 

Standard Glassware 

Ball Globe 8" x 14" 

Ball Globe 6" x 10" 

Bail Globe 6" x 12" 

BaU Globe 8" x 12" 

Pear Shape Globe 8" x 12" 

Holder & Ornament for use with No. 4055 and No. 4057 

Holder & Ornament for use with No. 4059 and No. 4060 

Set of three holders for Ball Top Canopy 

Copper Canopy for No. 4055 

Copper Canopy for No. 4059 



All Glassware packed in cartons No package charge 

HOLOPHANE Refractor prices on application 
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^ P EM CO PRODUCTS ^^ 



Pemco-Lites 




403T-* C<«»*-r 



iQlvtaHgldir 






9 GO Caht 



*i 



Catalog 
No. 

556 Shown on Standard No. 777, page 1 
556-A As shown above. 





4aaQ-Jk Ok>won 






*^. 




^ 


- 


■> 




7 




4059 



/ 



/ 



R: 



?" 



'560OlP'T*l 



7J- 



Catalog 
No. 

557 Shown on Standard No. 775, page 1 
557-A As shown above. 
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P EM CO PRODUCTS 




Pcmco-Lites 





No. 551-A 



No, 551 





No. 561-A 



No. 561 



Cat. No. 



551 
551-A 
561 
561-A 



C. Ir. Capital 



545 

545 
545 
545 



DESCRIPTION 



Powerlite Globe 



4055 
4055 
4059 
4059 



Canopy 



4057 
652 

4060 
651 



Size Lamp 



Lumens 



4,000 

4,000 

15,000 

15,000 



Watts 



500 

500 

1000 

1000 



Weight lbs 



20 
20 
25 
25 
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^ P E M C O PRODUCTS 




Pemco-Lites 





No. 532 



No. 536 





No. 551 



No. 554 




No. 538 




No. 539 



Catalog ^ . . Weight 

No. ■ ■ Descr.pt.on Lbs. 

532 Pemco-Lite. complete with No 123 Rippled Globe and No. 1123 Glass 

Canopy ^^^ 

536 Pemco-Lite, Octagonal Design, 18" across flats at top, 16" across flats 
at bottom, 35" high, 7" round base. Has 8 Florentine Glass Panels, 
Alabaster Glass Dome 105 

538 Pemco-Lite is a highly eflficient and Ornamental all Rippled Glass Light- 

ing Unit. No. 123 Rippled Globe, No. 1123 Rippled Glass Canopy 55 

551 Pemco-Lite, complete, fitted with Capital No. 545, No. 4055 Powerlite 

Glassware, No. 4057 Glass Canopy and No. 408 Holder 22 

539 Pemco-Lite. complete, fitted with No. 4055 Powerlite Globe, No. 4057 

Canopy, No. 408 Holder and No. 544 Capital 25 

554 Ornamental Pemco-Lite, Spun Copper Canopy, No. 123 Rippled Globe 

and Multiple Socket, height, 30" overall, and 14" across top 35 
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PEMCO PRODUCTS 




Octagonal Lanterns 






No. 534 



No. 534-B 



No. 524 



DESCRIPTION 

Catalog No. Weight lbs 

524 Octagonal Lantern with Capital cast integral to fit 314" column top. Height 
overall 333^", Height tolight center 18K". Diameter across top IG", Diameter 
across hottom lOJ^" 5g 

524-A Same as No. 524, except height overall 37", Height lo light center 21", Diameter 

across top 19", Diameter across bottom 14}^" 7g 

534 Octagonal Lantern complete with No. 545 Capital, Height overall, less Capital, 
27H", Height to light center ISJ^", Diameter across top 16", Diameter across 
l>ottom 10>^" 7^ 

534-A Same as m. 534 except height overaU 34", Height to light center 17?^", Diameter 

across top 19", Diameter across bottom 143^" 07 

534-B Octagonal Lantern, Height overall 40", Height to light center 23", Diameter across 

top 19", Diameter across bottom 14J^" 07 

Pemco Octagonal Lanterns can be furnished with spears at top and bottom and 
series or multiple sockets as specified. 
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P E M C O PRODUCTS 




Pemco Lanterns with Pedestal Ba 



ses 



:^ 









No. 418 No. 419 No. 420 

r. . 1 . X, DESCUIPTION 

Catalog No. .,, . .. ^ ,. 

A4Q Weight lbs. 

418 Pemco Luntern with Cast Iron Hexagon Pedestal Base, 12" across flats, lieidit 
overall, 34" 59 

419 Pemco Lantern with Cast Iron Hexagon Pedestal Base, 10" acims flats, heitJiht 
overall, 43" 95 

420 Pemco Lantern with Cast Iron Octagonal Base No. 133, height overall, 36"". 65 

Octagonal Pendent ^ ^ - ^\j 

a ^ Lanterns 

........ . Catalog . DESCRIPTION Weight K» ■ #f 

No. lbs. 

552 Octagonal Pendent Lantern. 
Height overall, 28"; diameter 
across top, 10"; diameter 
across bottom, IO3.2" 46 

55^ Octagonal Pendent Lantern. 
Hcij*;ht overall, 32"; diameter 
across top, 19"; diameter across 
bottom, 14}4" 69 

Shop (V)at of (-treen paint 

Series or Multiple Sockets ns specified 

No. 552 No. 553 

These bases offer means of mountinj>; Lanterns on parts of buildings where Standards are not 
necessary, such as walls, balconies, brick pillars. They are made of cast iron, of octagonal design, and 
may be used with either large or small Lanterns. 
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PEMCO PRODUCTS 




Capitals 




No. 663 








4.1" HOLE 5 

EQUALLY 
SPACED 



3-i- WIDE SLOTS 
^ EOuAlly 

SPACEa 

No. 544 



No. 661 

Catalog ^ . , Weight 

No. Description Lb^ 

661 Cast Iron Sleeve 
Adapter for Stand- 
ard Gas Post ^vith 
6" Globe Holder, 
Medium Screw 
Base Multiple 
Socket with 6" x 
lO'Giabe 13 

662 Cast Iron Capital, 
6'' Globe Holder to 
slip over 3V^" 
Standard Pipe. Me- 
dium Screw Base 
Multiple Socket 
with 6" X 10" 
Globe - 14 

663 Cast Iron Capital 
with 6" Globe 
Holder to screw on 

11/4" pipe. 6"xl0" 
Globe 7 

663-A Same as No. 663, 

except for 2" pipe 8 

663-B Same as No. 663, 
except with 8" x 
12" Ball Globe and 
11/4'' pipe 12 

663-C Same as No. 663-B, 

except for 2" pipe 12 

663.D Same as No. 663-B, 

except for 2V^" 
pipe 14 

544 Capital only as 

shown 7% 

54.5 Capital only as 

shown 10% 

562 Capital only as 

shown 20 




No. 662 




Q^DIA- 



SJrOiA. 






,1 




3- 

SCREWS 




8i-DiA. 



8fD'A. 



"T-US^ 



4_^ HOLES 



16 



EO'JAllY 
5 PACED. 



2- SET- 
SCREW 5 




'3 ib<A--| 



8 



-4gDlA.4 

No. 545 



1501 



9^ PEMCO PRODUCTS 




Ornamental Cast Iron Bracket Arms 



3-6 4' 




No. 795 



I • 





2-5 





u"' J l.D. L 

16 ^ ^ 

No. 801 



Ornamental cast iron 
brackets provide mea ns tor 
mounting more than one 
lantern to a single standard 
or pole. 



I 



No. 802 



[511 



■ Jv: 




PEM CO PRODUCTS 




Cast Iron Bases 




:V<^ '* 



X 



cvi 






No. 649 



No. 657 



No. 658 





No. 648 



No. 650 



Catalog 

No. 



Description 



Weight 
Lbs. 



648 Height, IV/^" outside bottom diameter, r, 14"; tapped for 3" pipe, with 

door 50 

649 Height, 30"; outside bottom diameter, 15" for 4" pipe, not tapped, with- 

out door , 133 

650 Height, 24" ; outside bottom diameter, 15" tapped for 3" pipe, with door 107 

657 Height, 50"; outside bottom diameter, 16" for 3" or 31/0" pipe, not tap- 

ped, with door 130 

658 Height. 28iV'; outside bottom diameter for 31/2" pipe, not tappea, with 

door 132 
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3!&a P EM CO PRODUCTS 




Anchor Bases 



i 



I 





3 -SLOTS 
ON 1 2"diA PC. 



I7DIA 




■124 DlArJ 



No. 664 



r 



Pemco Anchor Bases are recom- 
mended for the erection of Pemco 
Round Base Standards. Their use 
eliminates the necessity of setting 
the Standard in a concrete founda- 
tion, and also allows for the easy 
removal of the Standard at any 
time. 





4-SLOTS 
OM iS'biA PC. 







-lOJ 

.. I 

CO 



L IS'diaJ 



No. 665 



Catalog 
No. 



Description 



Weight 
Lbs. 



664 Cast Iron Anchor Base, as shown. Can be used with all Standards using 

Columns Nos. 900, 902, 902-A, 902-B, 902-C, 902-D 125 

665 Cast Iron Anchor Base, as shown. Can be used with Standards using 

Column No. 901 300 
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P EM CO PRODUCTS 




Series Fixtures 



:05 Cast IronCanopjt 



, - 1140-5 WcT Process 

Head 




201 Bayor«T Socket 



No. 437 



!05 Cast Iron Canopy. 



1 140 -3 ^t 
Process Head 



1201 Bayonet Socket 




55-B Atumiruii 
Skirt 



lobePir^ 



No 438 
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^ PEMCO PRODUCTS 




^ 



Series Fixtures 



105 Ca^T Iron Canopy 



1140-5 Wet Process 
Head 




IZOI Bayonet Socket. 

355-B,Aluminum Skirt 
Gfqbc Ring, 



m 



. mwsw 



4056 Powcrliie Globe 




For use with No. 439 for 
Directional Lighting 



No, 439 



Cast IronCanopy 



1140-5. WerProee55 
Mead 



355-B.Aluminum Skirt. 




4061 Powerhre 
Globe 



No. 440 
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P EM CO PRODUCTS 




Series Fixtures 




No. 345 



Catalog 

No. 



Dcscri prion 

Dry Process Porcelain Head 



Weight 
Lbs. 



345 Series Fixture for either exterior or interior wiring, complete with No. 
1109 Dry Process Head, No. 1105 Cast Iron Canopy, tapped any size 
%" to 2", No. 1101 Screw Type Socket and No. 316 Radial Wave Re- 
flector 



12 



Wet Process Porcelain Head 

426 Series Fixture for either exterior or interior wiring, complete with No. 
1125 Wet Process Head, No. 1105 Cast Iron Canopy, tapped any size 
W to 2", No. 316 Radial Wave Reflector and either Screw or Bayonet 
Socket, as specified 

433 Series Fixture for either exterior or interior wiring, No. 1125 Wet Proc- 
ess Head, No. 1106 Cast Iron Canopy, tapped 1^4", either Screw or 
Bayonet Type Socket, as specified, and No. 314 Radial Wave Reflector 

Note:— Wet Process Porcelain Head can be furnished for either 
Screw or Bayonet Type Sockets as specified. 




12 



16 



[561 




P E M CO PRODUCTS 




1 



Series Fixtures 



\ 







No. 325 

Reflectors are Porcelain Enameled Steel, one 
piece, a continuous smooth surface. Outside dark 
blue, inside white Porcelain Enamel. 

Catalog ^ Weight 

No. Description Lbs. 

Dry Process Porcelain Head 

325 Series Fixture for either exterior or interior wiring, complete with No. 
1105 Cast Iron Canopy, tapped any size %" to 2", No. 1109 Dry Proc- 
ess Head, No. 1101 Screw Type Socket and No. 316 Radial Wave Re- 
flector 1314 

Wet Process Porcelain Head 

425 Series Fixture for eitner exterior or interior wiring, complete with No. 
1105 Cast Iron Canopy, tapped any size%" to 2", No. 1125 Wet Process 
Head, No. 1101 Socket, No. 1128 Cast Iron Adapter and No. 314 Radial 
Wave Reflector 13V^ 

434 Ornamental Series Unit for either interior or exterior wiring, tapped %" 
to 2", No. 1125 Wet Process Porcelain Head, either Screw or Bayonet 
Type Series Socket as specified, and No. 413 Pemco Adapter with Brass 
Cage, and No. 4056 Powerlite Globe - 17 

Note: — Wet Process Porcelain Head can be furnished for either 
Screw or Bayonet Type Sockets as specified. 



n 
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PEMCO PRODUCTS 




Street Lighting Units 




Spun copper casings. Insect and dust proof 

Hinged globe ring 
Allows easy renaoval of lamp 

Adjustable light center 
Screw or bayonet type sockets 



No, 380 





No. 381 



hZODjA. 



No. 378 



No. 378-A 



DESCRIPTION 



Cat. No. 

378 

37S-A 

380 

381 



Type Canopy 



Cast Iron — Underground 

Cast Iron — Underground 
Cast Iron — Aerial 
Cast Iron — Aerial 



Size Lamp 



2500 to 10,000 lumens 

2500 to 6000 lumens 
4000 to 15,000 lumens 
2500 to 10,000 lumens 



Weight ibs 



18 

19 
IS 
17 



Glassware 



4061 Powerlite Pear 
Shape 

Holophane Refractor 

4058 Powerlite Globe 

4061 Powerlite Pear 
Shape 



T^^M^ ol^lteli^hlTt^tTll'nrT^^^V" «""^^ N»- 378 and No. 378-A allows the units to hang vertical 
a«^re ^specified ^ "'"'" ^""- ^'''* ''^*"" '^'^ ^ furnished with any type streerUfthtlng 
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^ P E M CO PRODUCTS 




:1 



{ 



Street Lighting Units 

Spun Copper Casings 




No. 329 
No. 329-A 




No. 429 
No. 429-A 



Showing 11" Refractor 



Cat. Mb 



329 
329-A 
429 
429-A 



Type Canopy 



Cast Iron — ^Aerial 
Aluminum — Aerial 
Cast Iron — Underground 
Aluminum^Underground 



DESCRIPTION 



Size Lamp 



4000 to 15,000 lumens 
4000 to 15,000 lumens 
4000 to 15,000 lumens 
4000 to 15,000 lumens 



Weight lbs. 



30 
23 
29 
22 



Glassware 



4058 Powerlite Globe 
4058 Powerlite Globe 
4058 Powerlite Globe 
4058 Powerlite Globe 



CONSTRUCTION 

The above street lighting fixtures are manufactured with cast iron or aluminum canopy, which can 
be tapped l}4t 13^ or 2", for underground or aerial use as specified. This canopy is attached to the 
heavy spun copper casing by means of four non-ferrous screws. A reflector is attached to the casing 
and has an aluminum finish which aids in the distribution of light. The hinged aluminum globe or 
refractor ring fits snug against a felt gasket which makes the fixture water, insect and dust proof. A 
bayonet or screw type socket and receptacle is furnished with the fixture. The receptacle holder is 
adjustable and the correct light center is easily obtained. 
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P EM CO PRODUCTS fia^ 




No. 401-C 



Street Lighting Units 

SPUN COPPER CASINGS 

INSECT AND DUST PROOF 

HINGED GLOBE RING ALLOWS 

EASY REMOVAL OF LAMP 





No. 407 



No. 301 
No. 401 

Catalog Weight 

No. Description Lbs, 

Dry Process Porcelain Head 

301 Series Fixture compieie, tapped any size %" to 2", No. 1105 Cast Iron 

Canopy, No, 1109 Dry Process Head with No. 1101 Screw Tjrpe 
Socket and No. 4056 Powerlite Globe I6I/2 

301-C Series Fixture, same as No. 301 without Globe, but with Cast Alumi- 
num Holder for Holophane Refractor. Price does not include Refrac- 
tor 12 

Wet Process Porcelain Head 

401 Series Fixture complete, tapped any size %" to 2", No. 1125 Wet Process 

Head, either Screw or Bayonet Type Socket and No. 4056 Powerlite 
Globe yj 

401-C Series Fixture, same as No. 401, without Globe, but with Cast Alumi- 
num Holder for Holophane Refractor. Price does not include Refrac- 
tor 29 

407 Series Fixture similar to No. 401-C for use with 11" Holophane Refractor 13 

NOTE:— Wet Process Porcelain Head can be furnished for either 
Screw or Bayonet Type Sockets as specified. 
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S© PEMCO PRODUCTS Qm 



Street Lighting Units 

Spun Copper Casings 






9j DIA. 





No. 367 



No. 367-B 



fr 



9| DIA. 





No. 367-A 



No. 367-B open 



Cat. No. 



367 

367-A 

367-B 



Type Socket 



Multiple 

Series 
Series 



DESCRIPTION 



Size Lamp 



300-500 watts 
4000-6000-10,000 lumens 
4000-6000-10,000 lumens 



Weight lbs. 



18 
21 
18 



Glassware 



Not Furnished 
Not Furnished 
Refractor 
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PEMCO PRODUCTS ^ 



Street Lighting Units 



ACp^ for Ij pi^ 



Adiustabl« L<ghT Ce^tr 



Alum 5**irr V thJCk 



3 E.cr>-»ctor Supports 
^pecdd \ZQ' 

opp-r-Aiuni finjah. 




3^m-BTnc ftifroctor 



li 



1 
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P E M C PRODUCTS g^ 



Street Lighting Units 




tV'' 





Bracket 
No. 336-C 



Fixture 
No. 382 




iMB^^ifnnR^i^ 




(^fin 



■^"««"J 



* :./ 



4 



*»J*"iH»r»»^'» 



%^ 




•• ^ 



V-. 



\. 





No. 565 
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PEMCO PRODUCTS 




Multiple Fixture 




I 



No. 443 
DESCRIPTION 



Cat. No 



443 



Skirt 



Copper 



Size Lamp 



500 Watts 



Weight lbs 



16 



Glassware 



Refractor 



vTr,.. 7^^ casing is spun from heavy sheet copper which supports the reflector and aluminum refractor 
rmg. It IS attached to the top canopy by four non-ferrous screws. 

h^ht PPn fl'S''^ 1 multiple socket is attached to a brass yoke, which can be moved to the correct 
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P E M C O PRODUCTS 




Multiple Fixture 




Gat. No 



443-A 



Skirt 



Copper 



No. 443-A 



Size Lamp 



500 Watts 



Weight lbs 



14 



Glassware 



4056 



CONSTRUCTION 

The above unit consists essentially of the following parts: 

A cast iron canopy, spun copper casing, an aluminum ring for supportmg a globe or refractor and 

^ ^^ The cast-iron canopy has a hexagon shaped top that faciUtatcs installation. It is tapped to fit 
either l}i" or 2" pipe or fitting. 
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PEMCO PRODUCTS 




Series Fixtures 




No. 349 
No. 451 



Weight 

_ , Description Lbs. 

Catalog ^ 

Dry Process Porcelain Head 

349 For either interior or exterior wiring, complete w^ith No. 345 Fixture, 

No. 117 Pole-plate and No. 120 Bent Arm 18 

352 For exterior wires, complete with No. 345 Series Fixture and No. 122 

Cast Iron Arm 29 

Wet Process Porcelain Head 

430 For exterior wiring, complete with No. 142 Malleable Iron Arm and No. 

426 Series Fixture 27 

431 For either interior or exterior wiring, complete with No. 120 Bent Arm, 

No. 117 Pole-plate and No. 426 Series Fixture 18 
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fsSQ PEMCO PRODVCTS Q^ 



Wet Process Series Fixtures 




No. 432 



! 



No. 435 



Catalog 

No. 



Description 



Weight 

Lbs. 



432 Series ^Fixture for exterior wiring, complete with No. 142 Malleable Iron 
Arm and No. 401 Series Unit, Either Screw or Bayonet Type Socket 
can be furnished as specified ^2 

435 Ornamental Series Fixture for exterior wiring complete with No. 142 

Malleable Iron Arm and No. 434 Series Fixture 32 



[67] 



y 







PEMCO PRODUCTS 




Multiple Fixtures 




No. 93-B 



No. 148 



No. 146 




^ 




No. 138 



No. 360 

Catalog Weight 

N o. Description Lbs, 

93-B Fixture for Center Suspension with No. 126 Canopy, Medium Base 

Socket and No. 314 Radial Wave Reflector 10 

138 31/2' Arm, %" pipe, No. 195 Canopy, Medium Base Socket and No. 316 

Radial Wave Reflector 18 

146 Fixture for Center Suspension with No. 126 Canopy, Medium Base 

Socket and No. 309 Reflector 9 

148 Fixture complete with Hanger, No. 195 Canopy, Medium Base Socket 

and No. 316 Radial Wave Reflector 8 

360 Ornamental Fixture complete with No. 336-B Bracket and No. 367-A 

Unit without Globe -. . 74 




I 
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^ P EM CO PRODUCTS 




Multiple Fixtures 




No. 84-A 




No. 91-A 




No. 136-B 



Catalog Weight 

No, Description Lbs. 

84-A 3' Arm, made from Ij^" pipe, No. 126 Canopy, Medium Base Socket and 6" x 

10" Alabaster Ball Globe 30 

91-A 3' Arm, made from l}4" pipe, No. 126-A Canopy, Medium Base Socket and 8" x 

12" Alabaster Ball Globe 28 

136-B 3' Arm, made from Ij^" pipe, No. 126 Canopy, Medium Base Socket and 6" x 

10" Alabaster Ball Globe 25 

Pemco fixtures are manufactured in various ornamental types and can be assembled in 
numerous combinations by interchange of parts. 
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P E M C O PRODUCTS 




Multiple Fixtures 






No. 87-C 



No. 92 





No. 88-A 




N0.89-A 1\ ^^^ ^T 

^ No. 86 

Catalog 

°* ^, , Description Weight 

X::'^ '^"^ .^.". ^'^^' ^^'^'"•" «-^ ^-'^^^ -<1 CoPP- Hood with steel 

'' 'l^S'^^^t^I^S: '^'''^; ^°; '^_'^'' Mediu. Base Socket; No: 3H ' 

87-C Same as above, except with No. 309 Reflector ^^ 

'' 'l.t:;"^'^^'^™ ^" '''-' ^°- ^^« Canop^Mediu™ Base Socket: No: 314 '' 

88-A SM^^, ^.,e f.o. 3,. ^^ copp. Hood a.d Steel Reflecto. M^iu. Base '' 

89-A Si/^' Arm, made for 3^" nioe Nn 19 p;U r. , ^^ 

Base Socket .^^' ^^ ^'^^^''' ^^PP^^ Hood, Reflector, Medium 

12 



K 



r+ 






f. 



>> 



-i 
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3Sa P EM CO PRODUCTS 




Ornamental Brackets 



> 




No, 371 







^ 




No. 372 



./ 
7 



vf 





No. 373 




No. 373-A 



Catalog 

No. 

371 

372 Complete with No. 534 Lantern 

373 Complete with No, 4055 Powerlite Globe and No. 4057 Glass Canopy . 
373-A Complete with No. 4055 Powerlite Globe and No. 652 Copper Canopy 

NOTE:— Each Bracket Arm 2' to Light Center; V/4." pipe; V/o" x 1/4" 

Wrought Iron Scroll; Mogul Base Socket. Shop Coat of Green 
Paint. 



_, . . Weight 

Description jj^^ 

Complete with 8" x 14" Ball Globe 30 

90 

30 

30 
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PEMCO PRODUCTS 




Ornamental Brackets 




No. 363 Dimension Diagram 




No. 369 



i 




No. 356 




I 



Catalog No. 
343 

356 

370 



127 
369 



No. 370 No. 127 

DESCRIPTION 

, . Weight lbs, 

Complete with No. 3G3 Cast Iron Bracket, Capital, Multiple or Series Socket, 

4055 Powerlite Globe, 4057 Canopy and 408 Holder and Ornament 58 

Complete with No. 3G3 Cast Iron Bracket, Capital, Multiple or Series Socket, 

and Octagonal Lantern ....-..' 100 

Complete with Malleable Pole Plate, Cast Iron Scroll, 2" pipe, 28" extension, 
Capita , 4055 PowerUte Globe, 4057 Canopy, 408 Holder and Ornament and 

Multiple or Series Socket 46 

Ornamental Cast Iron Bracket, back plate 9" x 18", extension to light center 

16 , medmm base socket, 6" x 12", Ball Globe ■ 80 

Ornamental Bracket Arm, 23^" pipe, 28" extension, malleable pole plate, No. 4059 
i^owerhte Globe, No. 652 Copper Canopy, Multiple or Series Socket as specified. 135 
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P E M CO PRODUCTS 




Ornamental Brackets 




386 Bronze 
386-A Iron 




No. 57 




No. 387 
No. 387-A 



Catalog No. 

386 



386-A 

387 

387-A 
57 

383 
25-D 



No. 383 

No. 25-D 
DESCRIPTION 

Weight lbs 

Ornamental Cast Bronze Bracket Arm, back plate bl4" x 9", extension to light 
center 12", complete with bronze lantern, height 153^", diameter across top flats 

6H", diameter across-bottom flats 4^". Medium Base Socket 36 

Same as No. 386 except in Iron 36 

Ornamental Cast Iron Bracket Arm, Back plate 5" x 15J^" extension to light center 

153^", complete with ornamental lighting unit. Mogul Base Socket 33 

Same as No. 387 except for corner mounting 38 

Ornamental Cast Iron Bracket, back plate 4^^" x 15}^", extension to light 

center 20^"- • .......; ;..... 37 

Ornamental Bracket No. 57 complete with No. 552 lantern 83 

Ornamental Bracket, Ij^" pipe, extension 12", copper wall canopy, medium base 

socket, 6" X 10"BalI Globe 20 
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P E M CO PRODUCTS ESS 



Ornamental Brackets and Series Fixtures 







No. 384 



No. 383 




No. 385 



Catalog 

No. 



Weight 
Lbs. 



Description 

383 Ornamental Bracket Arm No. 57, complete with No. 552 Pendent Type 

Lantern g3 

384 Ornamental Bracket Arm No. 57, complete with No. 380 Series Fixture 55 

385 Ornamental Bracket Arm No. 57, complete with No. 381 Series Fixture 54 



Note:— Price includes Series Socket and Glassware. 
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P E M CO PRODUCTS 



Ornamental Brackete 




No. 260 



outside 





■Square Lantern 
and Qracke." 
yrov/Sion mada for St'6 bsse Socket & Rcfi^cfor 
^Sijenit^ G/ffSi Panels 

HfAgad &oftam. 



No. 262 




[75] 



!^ AJ"^ Vit^v: 



^ 1 




P EM CO PRODUCTS ^ 



a 



Bracket Arms 



5 



-In 
O 



i 



42 



It 




I 



No. 336-B 




No. 164 



MALLEABLE POLE PUATE 




1^" prPE 



■7 




I-X' f Ft-*"' 5TEEL 
'4 4 



No. 165 



Cat. No 
164 

165 

336-B 



Size Pipe 



iVz" X 4' 



DESCRIPTION 



Pole Plate 



Malleable 
Malleable 
Malleable 



Scroll 



Flat Iron 
Flat Iron 
Cast Iron 



Weight lbs 



16 
20 
65 
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PEMCO PRODUCTS ^ 



Ornamental Malleable Bracket Arms and Fittings 





No. 152 



No. 142 







No. 122 



No. 39 No. 39-A 



No. 441-A 



Catalog 

No. 



Dcscriprion 



Weight 
Lbs. 



39 Adjustable Fitting, 3/4"x34", for use on Bracket No. 122 to adjust Fix- 
ture to any angle 

39-A Same as above, except %" x 1%" 

122 Ornamental Cast Iron Bracket, 39'' extension with %" nipple , 

132 Ornamental Malleable Iron Bracket, 4' extension with Adjustable Fit- 
ting for •%" or 11/4." Fixture 

142 Ornamental Malleable Iron Bracket, 3' extension with Adjustable Fit- 
ting for 34" or 11^" Fixture 

■ 

441 Suspension Fitting, complete with lV4"x-%" Hexagon Head, Bolt, Nut 

and Washer 

441-A Suspension Fitting only 



114 
18 



23 



15 



Pemco Malleable Iron Bracket Arms will give a pleasing and artistic appearance to your 
Fixture, while only slightly more expensive than the ordinary pipe arm, they have the advan- 
tage of durability and adaptability. The Malleable Casting adds strength while the adjust- 
able Fitting allows the Fixture to be hung at any angle. 
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PEMCO PRODUCTS Qsi^ 



Ornamental Brackets 




No. 95-C 





No. 167-A 



No. 167-B 



No. 57 






Catalog Weight 

No, Description Lbs. 

9 Cast Iron Scroll with Clamp to fit 1%" pipe 15 

57 Ornamental Cast Iron Bracket, extension overall 20i/>", to light center 

151/2", backplate I51/2" x A%" " 37 

95-C Crook, I14" pipe with No. 9 Scroll 24 

167-A Lower support with porcelain bushing for ll^" Crook 3 

167-B Upper Support for ll^" Crook 3 

Pemco Brackets are designed for supporting Pendent Fixtures to either steel or wood 

poles and can be used as Wall Brackets for buildings, requiring a strong, ornamental and 

mexpensive Bracket. A porcelain insulator in the bottom of the Crook gives protection to 
the wires. 



I 



mi 
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P EM CO PRODUCTS 

Bracket Arms 




No. 142-B 




No. 122 Arm and Fixture 




No. 144-B 




No. 95 
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PEMCO PRODUCTS SSS 



Bracket Arms 



I 





No. 121 



No. 120 




No. 123 




No. 149-A 



Catalog Weight 

Wo* Description Lbs, 

120 S}4' Arm. made from %" pipe, without Pole Plate 5 

121 Sli' Arm made from %" pipe, with No. 117 Pole Plate and No. 8 Hanger 8 

123 2' Arm, made from }4" pipe, complete with Flange 4 

149-A 3' Arm, made from 1" pipe, with No. 63 Hook Chain and No. 29 Wall Box 15 



M 
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P EM CO PRODUCTS 




Bracket Arms 




No. 156 



No. 47 



Catalog 

No. 

150 33^' Arm made from IJi 

151 S3^' Arm made from \}4 
152-C S}4' Arm made from 1J< 
125 Si4' Arm made from IJi 
156 33^' Arm made from 1^ 

47 



r~. • ■ Weight 

Uescription ^bs 

pipe with Scroll and Pole Plate 14 

pipe with Scroll and Pole Plate 15 

pipe with Scroll and Pole Plate n 

pipe with Chain Support and Pole Plate 13 

pipe with No. 100 End Fitting, Scroll and Pole Plate. . . 17 



Ornamental Wrought Iron Scroll 3 
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PEMCO PRODUCTS fifi^ 



Mast Arms 



«AU_a>MP UetAJTOR P\H. 




I 



No. 186 






No. 157 



■ 

f 



Catalog 




Weight 


No. 


Description 

1 W Pipe 


Lbs. 


157 


6' extension 


35 


157-A 


3' extension 


40 


157-B 


10' extension 


45 


157-C 


12' extension 


50 


157-D 


14' extension 


55 


157.E 


16' extension 


60 
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£^ 



Bracket Arms 




iVr, 



pa- 





It G>,te,^ 



=#- 



^^ 



.-= '' 



7(jppt4 li 



No. 210-A 



No. 200—2" Pipe, 4' extension 
No. 20^—11/2" Pipe, 4' extension 
No. 199—2" Pipe, 8' extension 
No. 207—172" Pipe, 8' extension 
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P E M CO PRODUCTS 




Bracket Arms 



f>id ntrin^^ ioo 




fV^dt^'ng Rif^ for r ia. Pip* 

p^t no 



/ 



\ 



n 



17 






as 



' Canopy* 96 



'a//P/atm*//Z 



''Shp Fining for 
Canopy '/£6 



I 



No. 296 



m 




■j L' 
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P EM CO PRODUCTS 

Bracket Arms 





fCiPLfcrfJ'i 



No, 141 




* .^r' * 




i'^li Fla'' Steel 




BPAcneT HOT DfPPED GALVAMIZFD 



No. 164-A 




^2-"P, 




n-r 



No. 165-A 
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EM CO PRODUCTS 




Ornamental Scrolls 




No. 185 
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P EM CO PRODUCTS 



Junction Boxes 






Manufactured to Your Own Specifications 
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P E M C PRODUCTS 





Series Sockets, Receptacles and Adapters 




No. 1201 Porcelain Bayonet Type Socket 




No. 1202 Porcelain Bayonet Type Receptacle 





No. 1203 
Flat Porcelain Receptacle 






No, 1206 
Composition Bayonet Type 

Socket 



No. 1205 
Skeleton Type Socket 




I, 



No. 



1208 Long Extension Adapt 



er 



^ — zK^ ;:p 

No. 1209 Short Extension Adapt 







No. 1000 



No. 1125 





■■■1»« ■ 



3sSa P E M CO PRODUCTS 



^ 



Series Sockets and Receptacles 





No, 1101 and No. 1102 . No. 1201 and No. 1202 




No. 1100 







No. 1109 



No. 1125 



.m^ 



No. 1202 



No. 1101 (Film Type) 






No. 1102 



No. 1101 (No Film Type) 



No. 1201 



Catalog 

]yo. Description 

1000 No. 1101 Screw Base Socket, No. 1100 Receptacle and No. 1110 Iron Yoke 1/2" 

1100 Screw Type Receptacle and No. 1110 Iron Yoke 1/2" 

1101 Screw Base Socket, Film or No Film, as specified 

1102 Screw Type Receptacle 

1109 Dry Process High Voltage Porcelain Insulator and Receptacle 

1110 1/2" or 34 " Iron Yoke 

1125 Wet Process High Voltage Porcelain Insulator and Receptacle for either Screw 

or Bayonet Type Socket, as specifified 

1201 Bayonet Type Socket 

1202 Bayonet Type Receptacle 
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PEMCO PRODUCTS 




Series Socket and Receptacle Parts 

FILM TYPE, SERIES SOCKETS 







#^ 



1112 



1113 



1114 1115 1116 1117 1118 



No. 1109 





No. UOl 



Catalog 
No. 



1101 

1102 

1109 

1112 

1113 

1114 

1115 

1116 

1117 

1118 

1119 

1121 

1122 

1123 

1124 




No, 1102 



Description 



Series Film Socket 

Porcelain Receptacle complete 

Porcelain Receptacle complete 

Porcelain Socket only 

Inside Shell only 

Outside Shell with two screws 

Contact Screw complete -with square nut, brass and lock washer 

Contact Spring only 

Round Mica Washer 

Half-round Mica Washer 

Porcelain Receptacle only . , ^ j * 

Screw Shell for No. 110^2 with two lyi^'-G'S-i flat head brass screws and nuts 

Long contact ^nth Center Post 
Backer for No. 1122 
Short contact 



NOFILM SERIES SOCKET 





d^ 



1122 



1134 



1135 



1112 Porcelain only 

1113 Inside Shell only 

1114 Outside Shell with two screws 

1132 Adjustable Spring 

1133 Contact Spring 
1122 Long contact with Center Post for No. IKH and No. 1109 Receptacles 

1134 Brass Washer . 

1135 Binding Posts for No. 1102 and No. 1109 Receptacles 



90 



I 



n 




P EM CO PRODUCTS 




Multiple Sockets 



* 





No. 995 





No. 960 



No. 961 






No. 963 



No. 25706 



No. 9402 





No. 25706-A 



No. 25706-B 






Catalog 

No. 



955 

960 

961 

963 

9402 

25706 



Description 



Adapter Mog-ul to Medium 

Mogul Base Socket with either %" or i/>" Iron Yoke 

Mogul Base Socket only- 
Medium Base with %" Yoke and Lock Nut 
Medium Base Socket only- 
Medium Base with 1/2" Iron Yoke 
25706-A Medium Base with No. 113 Nut and No. 114 Nipple 
25706-B Medium Base with No. 116 Nut 1/2" or %" 
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P EM CO PRODUCTS Qs^ 



Radial Wave Porcelain Enameled Reflectors 






Cat. No. 



214 



218 
316 
219 
317 

213 



221 



222 
223 



312 



1 



312-A 



DESCRIPTION 



Type 



I 



Size Lamp 



Diameter 



Shallow Neck 




Deep Xeck 




Special Deep Neck 



Shallow Xeck 
^Screw T\'pe) 




Deep Xeck 
(Screw T}-pe) 




Bowl Neck 
(Screw Tj-pe) 




Screw Ring 




Series 
Lumens 



Multiple 
Watt j 



I 

Weight Outside 
lbs. each Finish 



20" 



600-800-1000 



18" 

18" 
20" 
20" 

20" 



100 



600-800-1000 150-200 
600-800-1000 150-200 
'600-800-1000! 150-200 
600-800-1000' 300-500 

i 

600 2500 ' 30O-1000I 



20 



ff 



GOO-SOO-1 



• 11 



100 



18" 

20" 



600-SOO-1000: 150-200 
60O-S0O-10O0 150-200 



18 



ff 



600-800-1000 150-200 



4 
4 
5 
5 



3 
4 



Green 






Green 
Black 
Green 
Black 



3H : Green 



Green 



Green 
Green 



Green 



For use with Screw Tj-pe Reflectors. 



Radial Wave Suspension and Screw Type Reflectors are made of porcelain enameled steel, white 
inade, and green outside, except reflectors Xo. 316 and 317, which have a black outside finish. The 
Stispension Type Reflector is held rigid m the porcelain head by means of four chpe and non-ferrous 
screws. VThen the screw type reflector is used the Xo. 312-A cast aluminum ring is iusNled and held 
by means of four non-ferrous screws, one of which locks the reflector in the ring. See page No. 5, cut 
No, 428- 
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P E M C O PRODUCTS 




Porcelain Steel Enameled Reflectors 



* I 
■ r 

I 

} 




No. 107 
14" Copper Hood and Reflector 




No. Ill 
14" Steel Reflector 



I 




No. 309 
18" Diameter, 6" Fitter 




No. 313 
18" Diameter, 6" Fitter 




No. 316 
18" Diameter, 4" Fitter 




No. 310 
18" Diameter, 8" Fitter 






Catalog Weight 

No, Description Lbs. 

309 Shallow Bowl Type 21/2 

310 Medium Bowl Type 214 

313 Deep Bowl Type . ' 234 

316 Radial Wave ". 3V2 

107 14" Copper Hood and Reflector 3 

109 14" Copper Hood only l^A 

111 14" Porcelain Enameled Reflector only 1% 

Pemco Reflectors are manufactured from extra heavy Sheet Steel, special attention being 
given to the Enameling and Finish. Pemco Reflectors retain their brilliancy longer, and are a 
quality product. 
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P EM CO PRODUCTS Qs^ 



Ornamental 
Trolley Brackets 



For 



Wood and 4 ", 5 " and 6 " 
Iron Poles 



I 




No. 188 





No. 190 



Details of Arm showing 
the effective Shock Absorb- 
ing Device and method for 
alignment of Unit, irre- 
spective of angle of Pole. 




No. 188— Mounted 



*^'^'«S Weigh. 

^^- Description Lbs. 

188 Single Cast Iron Trolley Bracket, 33" extension 75 

188-A Single Cast Iron Trolley Bracket, 24" extension 65 

189 Double Cast Iron Trolley Bracket, 48" center to center 100 

189-A Double Cast Iron Trolley Bracket, 66" center to center 110 

190 Single Cast Iron Trolley Bracket. 33" extension for wood pole 60 
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PEMCO PRODUCTS Q^ 



Ornamental Brackets 




. -.-.-./^ ...:...:£: 
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PEMCO PRODUCTS 



Trolley Bracket Arms 





,j 



Girard Avenue Bridge, Philadelphia, Pa. 



Pemco Trolley Brackets eliminate the necessity of erecting additional poles and the patented Shock 
Alxsorbing Device prevents the destructive vibrations to the Lamp, and allows it to hang in perfect 
alignment irrespective of the angle of the pole. 

One city alone has over 25,000 Pemco Pendant Fixtures burning from 6,000 to 10,000 lumen lamps- 
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P EM CO PRODUCTS ^ 



Ornamental Brackets 




CAN &E ruOWISHEO FOO 5 OB 7 PdLE 



No. 187 



■ ' > JWtu- [ '-■' ^••'' 'f ^1*' 




Com /'/&' -*■ A^/tf 




'V- 



: I 



N^''"'-v;x-'^--'' 



No. 363-A 
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P EM CO PRODUCTS 



Sub-Station Fixtures 





528-B 
528-C 

Ventilated type 




No. 528 (Open) 
No. 528-A 



DESCRIPTION 



Cat. No. 



528 

528-A 

528-B 

528-C 

375 
376 



203 



Canopy 



Galvanized Cast Iron 

Aluminum 

Iron 

Aluminum 

Galvanized Cast Iron 
Aluminum 



Size Lamp 



200-300-500 watts 
200-300-500 watts 
200-300-500 watts 

200-300-500 watts 

200-300-500 watts 
200-300-500 watts 



Wgt. lbs. 



27 
18 
27 
18 

40 
31 



Glassware 



Malleable Iron .Aj-m and Box— 2-i" extension 13 



4054 Plain Outer Globe Refractor 
4054 Plain Outer Globe Refractor 
4054 Plain Outer Globe Refractor 
4054 Plain Outer Globe Refractor 

4054 Plain Outer Globe Refractor 
4054 Plain Outer Globe Refractor 



Pemco Sub-Station Cast Iron or Aluminum Lighting Units are of plain construction, and by use 
of the hmged holder, the Globe, Refractor and Lamp can be changed ea.sily. Light center is adjustable 
Irom the outside and enables correct focusing with the Globes closed. It is equipped with a Multiple 
Mogul Base Socket, Refractor, Crystal Outer Globe, and a Rubber Gasket to make the Fixture 
dust and moisture proof. 






ii 
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^ P EM CO PRODUCTS 



Multiple Industrial Unit 




m' 



No, 354 (closed) 
No, 354-A 



No. 354 (open) 





a 

> 


i d 


ll » \^ 










H 


No. 377 
No, 377-A 










DESCRIPllOV 






Cat. No. 


Canopy 


' 


Size Lamp 


Weight lbs. 


Glassware H 

HI 


354 


Galvanized Cast Iron - 




200-300 watt 


14 


Refractor 1 


354-A 


Aluminum 




200-300 watt 


5 . 


Refractor 1 


377 


Galvanized Cast Iron 




200-300 watt 


20 


Refractor 1 


377-A 


Aluminum 


' 


200-300 watt 


7 


Refractor 1 



CONSTRUCTION 

* 

The above cast iron or aluminum fixtures tapped M" to V/i" are particularly adaptable for many 
useSj such as warehouses, railroad yards, storage spaces, etc., and are dust, insect and water proof. The 
multiple socket is attached to an adjustable yoke so that correct light center can be obtained for various 
size lamps. 
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P E M CO PRODUCTS Q^ 




^ 



Boundary and Industrial Units 






No. 354 (Closed) 






/ 




No. 529-B 



No. 527 




^ 






No. 354 (Open) 



^*^'°e Weight 

^^o- Description Lbs. 

354 Industrial Unit, Cast Iron Hood, Monel Metal Hinges, Mogul Base Mul- 
tiple Socket, Adjustable Light Center, 8 14" Refractor Ring for use 
with Refractor -j^^ 

354-A Same as No. 354 except made of Cast Aluminum 5 

527 Boundary Unit, Cast Iron, tapped Vf or %\ Medium Base Multiple 
Socket and Rubber Gasket, Avater and dust proof, to be used with 
Holophane Refractor No. 2203 and 50-watt lamp 4 

529-B Boundary Unit, Cast Iron, tapped II/4", H^" or 2", either Series Screw 
or Bayonet Type Socket and Receptacle as specified, Rubber Gasket, 
for use with Holophane Refractor No. 2323 and 600 lumen lamp 8 






1 



I 
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PEMCO PRODUCTS ^ 



Pemco-Burkaw Street Lighting Relays 



t^ 







MODEL 5111 




Model 5111— Heavy Duty 

Maximum Load 6000 Watts 



MODEL 1011 



STANDARD FEATURES OPTIONAL FEATURES 

The Pemco-Burkaw Heavy Duty Model Tni Relay controls a Mullmle Street Lifihtin. Circuit 
in a manner Similar to the controll.nfj of any other elcclncal arcuit where there i a a i h inru.h 

:ut^x:\[^^Uhtr:^tL;;^:::^^ '■^■■^^^ '^ - ^-^-^ -'«-- -^-^ ^^^^^oJ::^^^t 

L^rUm'r'h^r''" '\TT- ''/' ^^•^S^'^^' ■'^ "''^"" '^ "^bon contact to close the c.rcuit and 
circnrhr^L ^7? TK ^^ ^"'^' '"^ ''^^" '''T^'' ^" ""^ ^^^ ^^^^^"^ ^"^ accomplish the 
introdutd whi^n^' .''' ""? '""'' op^r.un^ co.Is. so connected that a time lag is aut<,matically 
introduced which prevents a closing of the silver contacts until the inrush current has rnksided. 

The contacts are closed by gravity alone, there being no springs in the Pemco'Burkaw Relay. 

Cast weatherproof housing with cover and gasket is normally furnished. Cast Subrnergiblc Box 
can be supplied at extra cost. Pemco-Burkaw Relays can also be mounted in cadmium plated 
sheet steel boxes at a reduction in price. 

Model 5111 Requires 3 Walls from Control Circuit and 3 Watts from Load Circuit for 
Its Operation List Price ^52.00 

Model 2511— Medium Duty 

Maximum Load 2500 Waits 

Medium Duty Model 2511 has metaliied graphite con- 
tacts. It can be furnished with screw type terminals or 
with lead wires brought out of the case. 

Requires 3 Watts for its Operation List Price $15.00 

Model 1011— Light Duty 

Maximum Load 1 TOO Watts 

For requirements where space is limited and service light. 

Relays can be furnished with two parallel sets of contacts. 
Can be used to close a single 110-220 volt circuit or a 
three wire 110-220 volt circuit. 

Contacts are silver to silver and located in the magnetic 
field so that a powerful magnetic blowout is obtained. 

Regularly supplied without housing, but can be made with 
sheet steel housing cadmium plated at extra cost. 

Requires 3 Watts for its Operation List Price ^8.00 



,1) 



l(i 



'P. (a 



'-■■o 



oz( 



MODEL 2311 



PEMCO-BURKAW RELAYvS featured above operate with the coils connected to the control cir- 
cuit and consuine current during the entire time that the control circuit is closed. We are in 
position to furnish Relays of the same general design but to operate with the coils in circuit only 
momentarily during the opening and closing operation. 

This will necessitate the use of a Pilot Relay which may be of a magnetic or thermal type, requiring 
li/2 watts for its operation. This Pilot Relay consumes current during the entire time that control cir^ 
cuit is closed. 



All of the models listed in this Bulletin have been developed for the popular demand, 
Burkaw Relays are built to meet special requirements for larger capacities and 
characteristics. 

LITERATURE FURNISHED ON REQUEST 



but Pemco- 
of varying 
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PEMCO PRODUCTS 




Commercial Outdoor Lighting Units 



m 



:|i 



■:! 



M 




No. 302 



of the Glassware and lamp. Each Unit is equipped with 
Pemco Mogul Base Socket. It is recommended that a 500-watt 
lamp be used with Pemco No. 302 Unit, although lamps of 
lower wattage can be used if desired. 

Powerlite Glassware No, 4056 is furnished with the No. 
302 Unit in Velva, Crystal, or Light Alabaster. Velva Glass- 
ware will be furnished unless otherwise specified. 

The design of Powerlite Glassware produces a combina- 
tion of sparkle and soft diffusion which makes it not only 

highly attractive when 



Pemco No 302 Commercial Outdoor Lighting Unit has 
been designed and built to fulfill the many present-day 
demands for an efficient, durable, and ornamental Unit. Some 
of its many applications in various assemblies for Stores, 
Banks, Theatres, Garages, Gasoline Stations and other sim- 
ilar needs are shown on the following pages. Pemco Units 
are scientifically constructed in every way, and are endorsed 
by many Lighting Companies. 

Pemco Unit No. 302, being non-ferrous, is also recom- 
mended and used for Railroad and Industrial Yard Lighting. 

Each Casing is made of 16 oz. Copper Spinning finished 
with black lacquer and Aluminum Bronze Reflector. Each 
Unit is Water. Insect, and Dust Proof. There are no screws 
or nuts to rust and the hinged Globe Ring allows easy removal 





No. 302 (Open) 



No. 304 



lighted, but also gives it. a 
pleasing daylight appearance. 
Powerlite Glassware is self- 
cleansing, the rain washing off the dirt and dust without 

streaking the glass. 

Pemco Unit No. 304 is designed for the same purpose as 
No. 302, except that it is used where lamps over 500 watts are 
desired. Powerlite Glassware No. 4058 is furnished with 
this unit. 

No. 304 Unit may be used instead of No. 302 Unit in all 
No. 302 Assemblies, and vice versa. 



Catalog 

No. 

302 



4056 
304 

4058 



Weight 
Description Lbs. 

Pemco Commercial. Outdoor Lighting Unit, complete with No. 4056 

PowerUte Glassware 8V^ 

Powerlite Glassware (if ordered separately) 5 

Pemco Commercial Outdoor Lighting Unit, complete with No._ 4058 
Powerlite Glassware 111/2 

Powerlite Glassware (if ordered separately) 7V^ 



AM 
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P EM CO PRODUCTS ^ 



Commercial Outdoor Lighting Fixtures 



These Assemblies are ideally adapted for Store and Building Front Lighting, as illus- 
trated on the following pages. Every merchant whose location is essential to the success of his 
business needs his Store Front "Pemco-Lighted." 



No. 55 




No. 159 B 



Catalog 

No. 

70 



Description 

Commercial Outdoor 
Lighting Fixture, 
complete as shown 
with Black Lacquer 
Finish . 



Weight 
Lbs. 



25 



Catalog 
No. 

55 



Description 



Weight 
Lbs. 



Commercial Outdoor Fix- 
ture, complete as shown 
with Black Lacquer Finish '30 







Assembly 


U A 


302 

• 


Lighting Unit, complete 


2y^ 


29 


Wall Box, two-way or 
one-way cover tapped 


^^^f 




■ for 1" or %" Bracket 


-^^ 




Arm, outlet for Vo" or 
%" conduit 




101 


End Fitting, tapped for 






1" pipe with %" outlet 


- 


63 


Wall Hook Plate 




45 


6 ft. 3/16" Cable Chain 


y 




@ 40c per ft. 


x^>^ - 


236 


Scroll 

1" pipe, 5 length 

2 pipe clamps 



159-B Corner Fitting showing ap- 
plication with No. 29 Wall 
Box. Price does not in- 
clude Wall Box 



6 




No. 70 



Assembly 

302 Lighting Unit, com- 
plete 

18 4- A Ornamental Bracket 
, Arm made from 
114" pipe, 36" exten- 
sion and scroll and 
brace 
The Bracket Arm combinations shown In this Bulletin will meet the requirements of 
the average installation. For conditions which they do not meet, please submit sketch with 
dimensions and descriptions and we will gladly quote prices. 
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PEMCO PRODUCTS ^ 



Commercial Outdoor Lighting Fixtures 




Catalog 
No. 



Assembly 



Catalog 

No. 



Description 



175-A Commercial Outdoor 
Lig-hting Fixture, 
complete as shown 
with Black Lacquer 

Finish 



P 



28 



302 Lighting Unit, com- 
plete 

176 Bracket Arm, 1" 
pipe, 26" exten- 
sion, 26" drop 
with supporting 
chains, wall hooks, 
No. 29 Wall Box, 
%" Nipple 



No. 175-A 




No. 302 Equipped with Reflector 
for Directional Lighting 



L 



^^'f°^ Description ^^'S*^^ 

No. *^ Lbs. 

129-A Commercial Outdoor Light- 
ing Fixture, compjete as 
shown with Black Lacquer 
Finish 27 

Assembly 

302 Lighting Unit, complete 

129 Ornamental Cast Iron 
Bracket with %" Nip- 
ple, 15" extension to 
Light Center 





No. 129-A 
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P E M CO PRODUCTS ^ 




An Installation of Pemco No. 304 Commercial Outdoor Units 

with No. 129 Bracket Arms 
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P E MCO PRODUCTS 2^ 




Pemco Lnit* Double Bu-Inf*- 





.^>it-i-„. 




vT?. 



• ■" - 



- re-t-zs £.5 tie r-^iijt gi nt- 

:^r .^rgt:?: weekiT re-tlrii vr^e S2{/2.w T-,^ 
SrsT vree^: ^f:-- trr Pe-;: Vrii^ l^.f zy-^^-f 

the receipts ar:-s.e -■ ^ - - - - - 



k.-=i.;.Se' 



e'tr^ 



:2ii: 



-■ere rc:V£ 



^;^P£i7-iz^T at ri^rri 



'^ ^ 
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P E M C O PRODUCTS 










Pemcos Stimulate the Desire to Buy 





. ■ ^,. .V :*.*■ 



THE PEMCO No. 55 Commercial Outdoor Lighting Fixture is particularly well adapted 
for Stores not only because of its ornamental design and attractive daylight appearance 
but alsoTtsnigM results. Every Modern and Progressive Retail Merchant should install 
one o5morlbecaus?in every way th^y are "buiness-getters." Each P-^^y is attoct^^^^ 
favnrahlv imaressed bv the "Day-Iike"appearance of the Store whose front is Pemco Lighted 
S f shVr7con "ast to the Stores with dark dismal and gloomy atmosphere. The sparkling 
brilliancy of the Pemco Units is a genuine invi ation to Stop and Shop. 

Stores in the middle of the block immediately take on a corner value because people 
instinctive"? go wher™ ifghts are brightest. Pemco Outdoor Lighting establishes a close con- 

'''' 'te^VilSZm'^TLirAe of Merehandising_"A person must be attracted 
before he will stop." ^^^^___^_^^.^=^=^=^=== 
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P E M CO PRODUCTS SS^ 



Business Grows Where the Crowd Goes 



^ 



^P: 



I 



Pemco Units (Catalog 55) 



N 



•OTHIXG betravs a lifeless shopping center or community' so much as gloomy store 

fronts and dismal sidewalks — the tell-tale marks of community inactivity — lack of 

progressive spirit and a "sound asleep"' atmosphere. 

This picture shows the result of a Pemco Installation. With the installation of twenty- 
three Pemco Units, the block immediately took on the appearance of new ^^^ T" ^.^tl^'^^y — 
oroeress. The davlight shopping hours were extended far into the mght, and the Lighting 
Up" progi-am wa=^'immediatelv reflected in increased business. The conmiumt>- appreciated 
the alertness and progressive spirit of the merchants in furnishing a more desirable place to 
shop, and responded accordingly. 

The pace is swift in these davs of keen competition of one comm.unity with another, 
and the one that fails to keep in step is handicapped. The installation of Pemco Units on 
each Store Front is a positive method of stimulating business, not only for the store itself, 
but for the entire community. Ko one will deny that a briUiantly illuminated business 
community actually does draw trade and attracts the evening crowds. 




^ 
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P E M CO PRODUCTS SSS 



Pemco Adapters 



Pemco Adapters are designed so that existing installations of Exterior Lighting Units 
which are antiquated, inefficient, or broken, can be replaced with the new Units at a minimum 
of expense and trouble. 

Casings are made of 16-oz. Copper Spinning finished with Black Lacquer, and Aluminum 
Bronze Reflectors. Each Unit is Water, Insect, and Dust-Proof. There are no screws or nuts 
to rust, and the hinged Globe Ring allows easy removal of the glassware and lamp. Each 
Unit is equipped with a Pemco Mogul Base Socket. 





*'H 




/ 



No. 412 




No. 412 Open 



Catalog 
No. 



Description Weight 

Lbs. 

412 Pemco Adapter, complete with Mogul Base Socket and No. 4058 Powerlite 

Glassware 11 




■s^^ 



No. 413 





No. 413 Open 






^^*^^°S Description , ^^'^ht 

No. Lbs. 

413 Pemco Adapter, complete with Mogul Base Socket and No. 4056 Powerlite 

Glassware '. 8 



Note for Installation: 

Remove old globe and disconnect Socket. Fit Pemco Adapter into old canopy with 
screws and connect Adapter Socket to wiring. 

In ordering specify dimensions of canopy and number of screw holes. Standard sizes, 
4", 6", 7" and 8". Special sizes. 




ii 
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PEMCO PRODUCTS QSS 




Commercial Multiple Lighting Fixtures 



No. 251 
No. 251-C 



COPPER CASINGS 

GUN METAL FINISH 

8 X 12 INCH ALABASTER GLOBES 




N0.251-D 
No.251-A 



Catalog 

No. 



Description 



No. 66 Hanger with Mogul Base Socket 

No. 66 Hanger with Medium Screw Base Socket 

J^" Nut with Mogul Base Socket 

3^" Nut with Medium Screw Base Socket 

No. 66 Hanger with Mogul Base Socket . 

No. 66 Hanger with Medium Screw Base Socket 

No. 66 Hanger with Mogul Base Socket 

No. 66 Hanger with Medium Screw Base Socket 
251-M No. 64 Canopy and Chain with Mogul Base Socket 
251-N No. 64 Canopy and Chain with Medium Screw Base Socket 



251 
251-C 
251-A 
251-D 
251-E 
251-F 
*251-I 
*251-J 



'Fitted with No. 310—18' reflector. 






I 1 
r I 



'i' 






No. 251-E 
No. 251-F 



No. 251-M 
N0.251-N 



No, 25 1-1 
No, 25 1-J 



1 110 J 




5^ P E M CO PRODUCTS jJSS 



Commercial Multiple Lighting Fixtures 



I* 

( 




COPPER CASINGS 

GUN METAL FINISH 
6 X 10 INCH ALABASTER GLOBES 



ft 1! 



No. 252 
No. 252-C 



CEILING CANOPY, CHAIN AND RING 



Catalog 
No. 






No. 252-A 
No. 252-F 



No. 252-X 
No. 252-Y 



Can be furnished for any 
No. 251 or No. 552 Fixture 



Description 

252 No. 66 Hanger with Mogul Base Socket . 
252-C No. 66 Hanger with Medium Screw Base 

Socket . . 
252-A yi" Nut with Mogul Base Socket . 
252-F 3^" Nut with Medium Screw Base SockeL 
*252-X y/' Nut with Mogul Base Socket. 
*252-Y }4" Nut with Medium Screw Base Socket 
64 Ceiling Canopy with Crow Foot 
Plated Chain, per foot 
6" Copper Globe Ring 
8" Copper Globe Ring 
9" Copper Globe Ring. 
Brass Insulated Hanger 
Brass Insulated Hanger. 
Iron Nut for attaching 3^" pipe . 

^^iii^^d^ No. 313-18" Reflector Deep Bowl Type. 




No. 66 




No. 48 




No. 67 
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P E M CO PRODUCTS 




Pemco Dark Spot Unit Fixtures 




f 



^ 



No. 295 



For the rear or side door of the home, ofl&ce or place of business. 
Galvanized Iron Canopy, Porcelain Socket. For lamps up to 200 watts 
The Globe is attractive, of light density, and the Unit 



is inexpensive. 
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P E M C PRODUCTS 



^ 



Shock Absorbers 



Designed to meet the requirements of a resilient Fixture support for Street and Indus- 
trial Units. Destructive vibration to the filament in Factories or under Bridges is eliminated 
by the installation of this Absorber. Pemco Shock Absorbers may be used with Fixtures of 
interior or exterior wiring. 

In ordering, specify weight of Fixture to be supported. 

All parts, except spring, are hot dipped galvanized, and the Absorber is of water proof 
design, threaded on top and bottom. 




No. 104 




No. 106 




No. 108 
No. 108-A 



Catalog Weight 

No. Description Lbs. 

104 Ornamental Fitting with Shock Absorber, tapped I14", IV2" or 2" Arm, 

outlet, 11/4" or 2" 14 

106 Threaded on top and bottom for 1/2" standard pipe 1 

108 Threaded on top forli4" and bottom for 3^" 5 

108-A Same as No. 108, except top threaded IM." and bottom 1" . . . 9 
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P EM CO PRODUCTS 




Spreader Arms, Messenger Clamps and Insulated Lamp 



Hangers 



'^1 



'I 



l! 



J 

'i. 




No. 4 




No. 5 






No. 12 



No. 14-A 



o^HH^ 



€>■#-«) 



No. 13 



No. 24 





No. 8 No. 417 

Catalog ^ , Weight 

No, Description Lbs. 

4 Malleable Fittings, 6" spread 4 

5 Malleable Fittings, 12" spread ■ ^Vz 

8 Outlet Hanger, tapped for 1/2" or %" pipe IV2 

12 Spreader Arm, tapped for Yl" or 3^" pipe 2 

13 - Spreader Arm, tapped for Y^" or %" pipe 2y2 

14-A Spreader Arm for Center Suspension 2^/4 

24 Light Spreader Arm 2 

417 Insulated Messenger Clamp for supporting wires leading to Signal Lan- 
terns or Center Suspension Fixtures Per C. "^A 
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P EM CO PRODUCTS gfiS 



Fitting 





No. 36 No, 38 



No. 37 









No. 59 



No. 58 No. 58-A 






No. 35 



No. 116 



No. 42-A 






No. 42- B 



No. 115 



No. 113 



Catalog 

No. 



36 
37 
38 
42-A 



42-B 

58 

58.A 

59 

35 
113 
115 
116 



Weight 
Description Lbs. 

Center Suspension Eye, threaded %" Yj, 

Center Span Suspension Clamp, threaded %" or 1^^" Galv. V/2 

Reducing Coupling I14" to ^yi" pipe, Galv 1/2 

3V*>" Clamp for attaching Bracket Arm to iron pole, tapped for I14" 
pipe 11 

4" Clamp for attaching Bracket Arm to iron pole, tapped for I'/i" pipe 12 
Malleable Iron Pipe Clamps for V/4," pipe, Galv , . . 

Same as No. 58, except for IV2" pipe % 

Malleable Iron Pipe Clamps for 2" pipe, Galv • 

Brass Nut for attaching Fixture to ^" or J^" pipe J^ 

Nut to be used with Nos. 10, 12 and 14 Fixtures when Multiple Sockets are used. !>^ 

Outside Nut used when Hood is attached direct to Bent Arm without Fixture. ... }^ 

Inside Nut used only with No. 115 Nut for attaching Socket to pipe 3^ 
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PEMCO PRODUCTS 




Bracket Arm Fittings and Canopies 




No. 126 




No. 130 





No. 101 




No. 100 



No. 25 





No. 195 



No. 46 



Catalog 
No. 

25 



46 
46-A 

100 
101 



103 
126 
126-A 
130 

195 



Weight 

Description L*'^' 

Ornamental End Fitting and Canopy, tapped for V^" or IV2" P^pe and 

6" fitter without socket ^^ /^ 

Ornamental End Fitting, tapped for 1%" pipe with 1/2" or W outlet- . . 2V2 

Same as No. 46, except smaller, tapped for W pipe with 1/0" outlet. . . 1 

Ornamental End Fitting, tapped for II4." pipe with 3/4" or 1/2" outlet ... 4 

Ornamental End Fitting, tapped for 1" or %" pipe, with 1/2" or %" 

outlet - ^^ 

Same as No. 101, except larger, tapped for II/2" pipe with 1%" outlet. W2 
Cast Iron Canopy, tapped W or V2' with 6" fitter, without socket. . . . 51/2 

Same as No. 126, excepTt with 8" fitter without socket 6 

Cast Iron Canopy, tapped %" or y2" with 6" fitter, without socket .... 51/2 

Cast Iron Canopy, tapped %" or 1/2" with 4" fitter and Medium Base 
Multiple Socket " ^V2 



i 
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P E M CO PRODUCTS 



Pemco Wall Boxes and Bracket Arm Fittings 






No. 72 




No. 73 



No. 29 



No. 39 No. 39-A * 





No. 45 





No. 101 



No. 63 



No. 100 



No. 46 



Catalog 

No. 

28 



29 
39 

39-A 

45 

46 

63 

72 

73 
100 
101 
103 



Weight 
Description Lbs. 

One-Way Wall Box, cover tapped for 1" or %" Bracket Arm. Outlet for }4^' or 

%" conduit .4 

Same as above, except Two-way Wall Box 4 

%" X ^" Adjustable Fitting for use on Bracket Arms to adjust Fixture to any 
angle ^ 

Same as above, except %" x IM" 1J4 

3^" Cable Chain, used on Bracket Arms, per foot }4 

Ornamental End Fitting, tapped for \}4" pipe with }i" or W Outlet %}i 

Wall Hook Plate for supporting chain , ^ 

Two-way Wall Box, tapped for V or %" Arm, Outlet for 1" conduit 6 ■ 

Bushings for use with No. 72 Wall Box for either H" or ^" conduit ....■■ 

Ornamental End Fitting, tapped for \}4" pipe with %" or }4" Outlet 4 

Ornamental End Fitting, tapped for 1" or 3^" pipe, with }4" or %'' Outlet. . . . 3J4 

Same as No. 101, except larger, tapped for ll4" pipe with l}4" Outlet i}4 
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No. 118 




No. 33 




No. 62 



Catalog 
No. 



^5^ PEMCO PRODUCTS ^ 



Poleplates and Fittings 





No. 119 



No. 30 







No. 159-B 



No. 33-A 



No. 31 



No. 34 






No. 62-A 



No. 117 



No. 159 



Weight 
Lbs. 



Description 

30 Round for V/^" pipe 23A 

31 Flat for V/^" pipe 2 

33 Curved for iVi" pipe ^V4, 

33-A Flat for ll/o" pipe 41/2 

34 Flat for 11/4" pipe 3Vi 

62 Curved Fitting- with Porcelain Bushings, tapped for 2" pipe 5I/2 

62-A Same as No. 62, except tapped for 2i/o" pipe 6 

117 Curved for %" pipe - IV2 

118 Flat for i/o" or W pipe W2 

119 Round for V-/' or •%" pipe l^A 



All the above for both interior or exterior wiring. 

159 Corner Fitting for 1" Bracket Arm 

159-A Corner Fitting for l^/i" Bracket Arm 

159-B Corner Fitting for l^/i" Bracket Arm to be used with wall box. Price 

does not include wall box 



5 

5 
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Iron Clamps for Mounting Flood Light on Pipe Standards 



r V 
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J 
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P E M CO PRODUCTS 




Poleplates and Fittings 






/ 




No. 112 



No. 143 



No. 145 



^■--v^ 




r/3/^Wcf/ 



Threec/^d 




Sifu^r^ ^^p^rm^ io ro</^e/. 




FOR 
\^ orl2 

PIPE. 






FOR 3' PIPE 

No. 135 



^LAU AT TOP 



END PIECE FOR MA5T ARM 

MALUEABLE IROM 



No. 110 
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P EM CO PRODUCTS 




Pemco Cable Laying Plow 

Eliminates Expensive Trenching and Backfilling 

Plow in Your Cables 




On one installation alone there was a saving of $15,000 to a 
Utility Company, in laying cable. 

Cables up to 134" can be easily handled. 

Minimize the danger of damage to your cables and speed up 
your work with a Pemco Cable Laying Plow. 



.A 




Lit- 



^ 
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Cut-Outs 




No. 502 








No, 502 
Interior view 



No. 2 



Catalog 
No. 



Weight 
Lbs. 



Description 

2 Lever Type 50— light capacity 21 

502 Stationary Type, absolute Cut-out complete with Plug 10 

No. 2 Lever Cut-out is designed for series circuits and is used effectively for cutting out loops of the 
circuit to sectionalize open circuits and grounds. The quick breaking feature of the cut-out prevents 
destructive arcing. The cut-out is used extensively on loops of 10 amperes and 2000 volts. 

No. 502 Circuit Test Switch is designed for convenient and safe method of testing the current of 
series circuits. It is important that all series circuits be tested at intervals of two to tour times a year, 
and the constant current transformer re-adjusted, if expected to furnish the proper current for circuits. 
The success in operating series incandescent lamps depends on keeping the amperes of circuit adjusted 
to conform with the amperes of the lamps. This can be accomplished by use of a circuit test switch on 
each circuit, which is weather proof and can be installed on a pole or any convenient place on the circuits. 
In making tests, one plug is used connected to a portable ammeter, and inserted in the switch for reading, 
then removed and the plate over opening closed. 



^a 
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P E M C O PRODUCTS 




Absolute Cut-Outs 




No. 501 



Pemco No. 501 Absolute Cut-out 
is a safety device by which any series 
Lamp may be cut out and absolutely 
disconnected from the circuit. There 
are no delicate or complicated parts, 
and the mechanism is simple and posi- 
tive in its operation. 

The Improved Interlocking Porce- 
lain 'Insulator at the top provides 

ample insulation and if for any reason 

it should break it is impossible for the 

lamp to fall. 

The enclosing Iron Case is thor- 
oughly galvanized and weather proof. 




PARTS FOR NO. 501 ONLY 




No. 501 

Interior view 



Catalog 

No. 

501 
510 
511 
512 
513 
514 
515 
516 
517 
518 
519 
520 
521 
522 
523 



Description 

Complete with Plug, weight 11 pounds. 
Hanger, complete ...... 

Galvanized Case with Knobs and Tubes 

Galvanized Lid 
Switch, complete. 
Handle, complete. 
Stud and Thumb Nut . 
Composition Handle only 
Insulating Bushing. 
Small Brass Terminal with 1 lead 
Large Brass Terminal with 1 lead 
Lamp Hook with Insulator 
Porcelain Tubes, each . 
Tension Springs, per set . 
Flexible Double Cable, per foot 
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Pemco Electric Water Heaters 



r ^ 




R-30 Thirty Gallons Capacity R-30-D 





A 



i 



Type No. 


Voltj 


Watts 

Top Bottom 


Hi mens ions 
Height Width 


Shipping 
Wt. cratttJ 


R-3010 


230 




1000 


39" 


22" 


325 lbs. 


R-30I5 


230 




1500 


39" 


22" 


325 (tjs. 


R-3020 


230 




2000 


39" 


22" 


325 n^s- 


R-3025 


230 




2500 


39" 


22" 


325 tl>s. 


R-3020-D 


230 


1500 


500 


39" 


22" 


325 lbs. 


R-3025-D 


230 


1500 


1000 


39" 


22" 


325 (bs. 


R-3030-D 


230 


2000 


1000 


39" 


22" 


325 Ihs. 



I! 




] 





R-50 FiFty Gallons Capacity R-50-D 



Type No. 


Volts 


Watts 
Top Bottom 


Dim en* ions 
Height Wi4th 


Shippiae 

Wt. CT»tcd 


R-5015 


230 




1500 


58" 


26" 


395 ths. 


R-5020 


230 




2000 


58" 


26" 


395 tlis. 


R-5025 


330 




2500 


58" 


26" 


395 lt)s. 


R-5020-D 


230 


1500 


SOO 


58" 


26" 


410 lbs. 


R-5027-D 


230 


2000 


750 


58" 


26" 


410 lbs. 


R-5030-D 


230 


2OO0 


1000 


58" 


26" 


410 tbs. 



R-80 Eighty Gallons Capacity R-80-D 



Type No. 


Volto 


Watts 

Top Eottom 


Dimcnaionf 
Heisbt Width 


Shipping 
Wt- crated 


R'8015 


230 


- 


1500 


76" 


26" 


540 tbs. 


R-8020 


230 




2000 


78" 


26" 


540 tbs. 


R-8025 


"230 




2500 


78" 


26" 


540 lbs. 


R-8020-D 


230 


1000 


1000 


78" 


26" 


560 lbs- 


R-e030-D 


230 


2000 


1000 


78" 


26" 


560 n>ft. 
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P EM CO PRODUCTS ^ 



SUGGESTIONS 



ORDERING 

Each Pemco Product is designated by a catalog number. When ordering please mention 
the number together with specific description of the desired material. An article which is not 

standard in every respect should be specified "Similar to Catalog " and state any 

changes to be made. 

ROUTING 

The Pemco plant is located near Pennsylvania Railroad (Engleside Station) and Reading 
Company (32nd and Master Streets Station). All orders should state whether goods are to be 
shipped by parcel post, express, freight, or truck, and- the particular route preferred; otherwise 
we will use our own judgment. 

LIABILITY 

All goods are receipted for by the carriers as having been received in good condition and 
we therefore can not be held responsible for material lost or damaged in transit. However, should 
there be any delay or damage we will gladly co-operate with our customers in tracing shipments 
or assisting in the settlement of claims. All claims for breakage should be made through transpor- 
tation company. 

RETURNED GOODS 

Do not return material of any kind without communicating with this office and obtaining, 
first, approval for returning goods; second, directions for returning. All returned goods should be 
plainly marked with the address of the sender. 



CLAIMS FOR SHORTAGE 

Claims for shortage must be made within five days from receipt of the goods. 



CREDIT 

Purchasers whose financial standing has not been established with the company are expected 
to furnish proper references before any shipments are made, or to permit goods being shipped with 
sight draft attached to bill of lading. In the latter case and in C. 0. D. shipments, sufficient funds 
should accompany the order to cover all transportation charges. 



TERMS 

All prices, unless otherwise specified, are P. O. B. Philadelphia, Pa., payable 30 days net, 
c for cash within 10 days of date of invoice. 



PITTSBURGH OFFICE 
First National Bank Building 



MAIN OFFICE 

1228 North Thirty- first Street 
PHILADELPHIA 



NEW YORK CITY OFFICE 

122 Greenwich Street 
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P EM CO PRODUCTS 




Catalog 

No, Description Page 

718 Iron Standard 2 

722 Iron Standard 17 

723 Iron Standard 17 

724 Iron Standard 17 

729 Iron Standard 16 

731 Sectional Standard 20 

735 Iron Standard 2 

736 Sign Support 19 

736-A Sign Support 19 

739 Iron Standard 2 

746 Iron Standard 13 

750 Pipe Standard 41 

751 Pipe Standard 41 

752 Pipe Standard 41 

753 Pipe Standard 41 

754 Iron Standard 3 

755 Iron Standard 3 

758 Iron Standard 3 

759 Iron Standard 3 

760 Iron Standard 7 

761 Iron Standard 16 

762 Iron Standard 16 

763 Iron Standard 2 

764 Iron Standard 13 

765 Iron Standard 13 

766 Iron Standard 15 

768 Iron Standard 10 

769 Iron Standard.... 10 

770 Pipe Standard 40 

771 Pipe Standard 40 

772 Pipe Standard 40 

773 Pipe Standard 40 

774 Pipe Standard 35 

775 Iron Standard 1 

776 Iron Standard 1 

777 Iron Standard 1 

778 Iron Standard 5 

779 Iron Standard 6 

780 Iron Standard 5 

780-A Iron Standard 5 

782 Iron Standard 9 

783 Iron Standard 8 

784 Iron Standard 9 

785 Iron Standard 8 

786 Pipe Standard 35 

787 Pipe Standard 37 

788 Iron Standard 7 

789 Iron Standard 12 

790 Iron Standard 12 

791 Pipe Standard 35 



Catalog 

No. Description Page 

792 Iron Standard 11 

793 Iron Standard 11 

795 Triple Arm 51 

796 Double Arm 51 

797 Double Ann 51 

798 Iron Standard 14 

801 Double Ann 51 

802 Double Ann 51 

901 Iron Standard 18 

902 Iron Standard 18 

902-A Iron Standard 18 

902-B Iron SUndard 18 

902-C Iron Standard 18 

902-D Iron Standard 18 

903 Iron Standard 18 

904 Iron Standard 18 

905 Iron Standard 18 

910 Iron Standard 18 

912 Iron Standard 18 

913 Iron Standard 18 

914 Iron Standard 18 

955 Mogul to Medium 

Adapter 91 

960 Multiple Socket and 

Yoke 91 

961 Multiple Socket 91 

963 Medium Socket 91 

1000 Series Socket and 

Receptacle 89 

1010 Steelprest Standard 28 

1011 Steelprest Standard 28 
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1022 Steelprest Standard 26 
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